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 > Heavy Duty supporting system for external units
 > Modular and Extendable

Model FF4 FF2-EXT

Part Nr 0502.00027.004 0502.00027.002

Max spread load capacity 500 kg / M² 500 kg / M²

Packing 1 SET 1 SET

FrameFoot® Heavy Duty

Other FrameFoot® configurations or solutions can be available on request. Contact us
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SPECIAL
 > Compact anti-vibration stand
 > Fits particularly well heat pumps
 > Comes complete in 1 single box

Model FF-755 FF-1250 Mono FF-1250-VR

Part Nr 0502.00030.000 0502.00030.001 0502.00030.002

Max spread load capacity 360 kg 450 kg 450 kg

Colour Black grey (7021) Black grey (7021) Black grey (7021)

Max unit Width (W) x Depth (D) 755 (29,72”) x 520mm (20,47”) 1250 (49,21”) x 520mm (20,47”) 1250 (49,21”) x 820mm (32,28”)

Min unit Width (W) x Depth (D) 450 (17,72”) x  120mm (4,72”) 690 (27,16”) x 120mm (4,72”) 690 (27,16”) x 120mm (4,72”)

Min - Max height 330 - 370mm (12,99” x 14,57”) 330 - 370mm (12,99” x 14,57”) 330 - 370mm (12,99” x 14,57”)

Inclination (roof) min. 0° - max. 5° min. 0° - max. 5° min. 0° - max. 5°

Packing 1 BOX 1 BOX 1 BOX

Pallet 40 BOX 40 BOX 30 BOX

FrameFoot® Mini NEW
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NR RYSUNKU

TYTUŁ:

POPRAWKA NIE SKALUJ RYSUNKU

MATERIAŁ:

DATA PODPIS IMIĘ I NAZWISKO

STĘP OSTRE
KRAWĘDZIE

WYKOŃCZENIE: CHYBA ŻE OKRE鍬ONO INACZEJ:
WYMIARY SĄ W MILIMETRACH
WYKOŃCZENIE POWIERZCHNI:
TOLERANCJE:

LINIOWA:
KĄTOWA:

Z.JAKO靴I

WYPROD.

ZATWIER.

SPRAWDZ.

NARYS.Zestaw do rozbudowy
wspornika typu "H"
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